FLOW SWITCH & DIGITAL INDICATOR

L SWITCH
Pump protection from dry run
umps, Fire alarm systems

nent plants

BASIC MODEL | PIZ601
SPECIAL FEATURES Rugged Design SPECIAL FEATURES Dual display
Easy installation and maintenance Universal Input
Economical version Optional Retransmission
Optional flame-praof version Adjustable span & zero point
CONTROL TYPE Paddle / Flapper MOUNTING Panel with brackets & screws
RANGE 1",..6" (Applicable line sizes) INPUT mA, ¥, mV & resistance
STATIC PRESSURE 9.8 bar...19.6 bar ACCURACY 0.3% of Input, +/-1 digit
PROCESS PRESSURE 193 psig / 13.5 bar DISPLAY 4 digit, 7 segment LED, dual
STORAGE TEMPERATURE 32°F...108%F POWER SUPPLY 85...265VAC
PROCESS TEMPERATURE 32°F...260°F AUXILLARY POWER 24VDC, 30mA or 12VOC, 60mA
FLUID TEMPERATURE 212°F (max.) DIMENSION | 48 x98x110mm
MICROSWITCH SPOT (1 NO + 1NC) ENCLOSURE ABS Plastic
ELECTRICAL RATING 220VAC, 15A INGRESS PROTECTION | IP 67 (for the front)
CONNECTION 1" NPT (M), in Brass QUTPLT 2 Relay
FLAPPER Stainless Steel 4,.,20mA (Opfional)
ENCLOSURE Plastic with Ni-plated assembly base COMMUNICATION Single loop input without comm. port
COouNDUIT 172" BSP(F) Single loop input with R5485 interface
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