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KLGMF SERIES DIAPHRAGM VALVE

Driving Way Working Medium | Operating Pressure | Operating Temp,
KLGMF81-10R Manual, with closed
! peneumatied device
' E ) KLGMF681-10R | Poeumatc nomalyciosed. | Neutral gas, il e
¥ e and doubledlrenlun Alr, Water

KLGMF81-10R KLGMF&E1-10R KLGMF-M KLGMF-M Manual operation

PNEUMATIC PISTON VALVES FOR NEUTRAL LIQUID AND GASEOUS

Port Size Working Medium | Operating Pressure |  Operating Temp.

Q22HD-15 261727

Q22HD-20 £G3/4"
Q22HD-25 Fachhe

Air, Water, Qil, 0~ 1.0MPa

QHD35 | ZG1'/4" | iquefied gas Nﬁ?ignffﬁgu
Lrey frovp- Il A :
Q22HD-40 2G1'/2 ree-unning for -5-150°C

viscosity liquid

Q22HD-15 Q22HD-25 Q22HD-40 Q2IHD-50 Q22HD-50 Ficy

2/2 WAY DIRECT ACTING SOLENOID VALVES, ZG3/8"-ZG2"

XX

Port Size Working Medium | Operating Pressure | Operating Temp.
2W160-10 2G3/8"

2W160-15 2G1/2" Airs

P 200-20 FW250-35 :
i 2W20020 | ZG3/a” 0~1 ]fr'MF’a,
ater,
2W250-2 7G1" :
2 grzvem Air, Water, 0~0.7MPa; NEBR for -5 ~ 80°C
== S 614 Oil, Gas Ol and VITON
N ' ) JWA0040 | 2G1 /2 0~0.9MPa for -5~150C
‘ 2W500-50 ZG2"

TWI50-758 TWIE0-15RM0 INNB0-15E TWIED-T5H

2/2 WAY DIRECT ACTING SOLENOID VALVES, Z2G1/8"-ZG3/8"

Port Size | Working Medium | Operating Pressure |  QOperating Temp,
g P g P g

2W025-06 ZG1/8"
2W025-08 ZG1/4” Al Watex, Ol
2W040-10 ZG3/8" Gas: 0~0.7MPa
2WHO012-06| ZG1/8" Air, Water, NEBR for -5 ~ B0'C
0il, Gas and VITON

2WHO12-08| ZG1/4" ' . )

IWo40-10 2WHO12-08 2WHO20-10 Air, Water, Qil: for -5~150T
2WHO20-10| ZG3/8" 0~2.0MPa
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FLUID SOLENOID VALVES WITH STAINLESS STEEL BODY

2WB-25

2WB-15

2WB-35

Port Size
2WB-06 | ZG1/8"
2WB-08 | ZG1/4"
2WB-10 ZG3/8"
2WB-15 ZG1/2"
2WB-20 | ZG3/4*
2WB-25 ZG1”
2wB-35 | ZGi1'/4”
2WB-40 | ZG1'/2°
2WB-50 262"

Waorking Medium

Water, weak acid
& alkali

Operating Pressure

1.0MPa (Normal

Open type max.
pressure 0.8MPa)

Operating Temp.

NBR for -5-80C
and EPDM, VITON
for -5-150C

2WBF FLUID STAINLESS STEEL SOLENOID VALVES WITH FLANGE CONNECTION

Orifice
2WBF-15
2WBF-20 20
2WBF-25 25
2WBF-35 35
2WBF-40 40
2WBF-50 50

Working Medium

Water, weak acid
& alkali

Operating Pressure

1.0MPa (Mormal
open type max.
pressure 0.8MPa)

| Operating Temp.

MNBR for -5-80C
and EPDM, VITON
for =5-150°C

US(2L) 2/2 WAY PILOT-OPERATED STEAM SOLENOID VALVES

LS )

Us (2L)-25

Us (2L)-15

Us {(20)-40

Us (2L)-20

us (2L)-50

Model

Operating Pressure

Operating Temp.

Part Size Working Medium
US(2L)1-15 ZG1/2"
US(2L)-20 ZG3/4"
U5(2L})-25 rici i
US(2L)-35 zG1' " Air, Water,
us2L40 | ze1's2r Steam
Us(2L)-50 262"

0.1~1.5MPa

Air, Water,
Steam:

0.1~1.5MPa

-5~ 185°C
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